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Truck + 
Semi-Trailer 
LS
The logistics mobility 
of the future.
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KEY FEATURES

Truck + 
Semi-Trailer 
LS

The Volvo FH – VTC3T truck 
and semi-trailer are intended 
for the transport of combat 
boats and are characterized by 
versatility, allowing the transport 
of both passenger and cargo 
vehicles carrying hazardous 
materials.

The set consisting of a 2-axle Volvo truck and 
a 3-axle Demarko semi-trailer – including one 
trailing axle and one lift axle – is equipped 
with hydraulic ramps and hydraulic winches, 
significantly enhancing its utility and mobility.
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Maximum Permissible Gross Vehicle Weight

Of the Vehicle for Registration Purposes –

Of the Vehicle Combination 
for Registration Purposes

 40000 kg

Technically Permissible Maximum Gross 
Vehicle Weight of the Vehicle Combination

52000 kg

Technically Permissible Maximum Towed Mass
by the Vehicle in Case Of 

A Trailer  70000 kg

A Trailer With a Central Axle –

An Unbraked Trailer –
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TECHNICAL PARAMETERS

Body Type Truck + Semi-Trailer

Make / Model
 VOLVO, VTN3R; Demarko 

3NDD 

Curb Weight 20435 kg

Ready-to-Drive Weight 21050 kg 

Payload Capacity 30950 kg

Seating Capacity  
(Including Driver): 

2

Overall Vehicle Lenght 16472 mm

Cargo Area Lenght 13070 mm

Width 2550 mm

Height 3250 mm

Rear Overhang 1500 mm

Distance Between the Front 
Vehicle Outline and the Center 
of the Coupling Device

4490 mm

Weight Distribution of the Ready-to-Drive Vehicle 

Axle 1 5525 kg

Axle 2  7695 kg

Axle 3 2700 kg 

Axle 4 2700 kg 

Axle 5 2700 kg 

TECHNICAL PARAMETERS
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Multi-tasking. Dedicated extensions 
can be used to transport containers. 
Wheel wells allow the transport 
of tall vehicles without the need 
to avoid overpasses.

The hydraulic winches were 
mounted in specially designed 
boxes on the swan neck.

Ergonomics and safety. 
Hydraulically controlled rear 
support legs and ramps.

KEY DETAILS


